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EXPLORATION 
MISSION TIMELINE

May 2010
PA-1

Dec. 2014
EFT-1 EM-1 AA2 EM-2



BEYOND EARTH ORBIT 
CREW SAFET Y 
COMPLEXIT Y

4 5  M I N U T E S  T O  E A R T H 5  T O  11  D A Y S  T O  E A R T H
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SHIELDING

BEO

ISS

BUILT FOR GOING BEYOND EARTH ORBIT
OXYGEN

BEO
190 L

LEO
36 L

FOOD

BEO
14.8 FT3

LEO
2.8 FT3

ADVANCED CARBON 
DIOXIDE REMOVAL SYSTEM

BEO
18,965 lb

LEO
7,800 lb

CARBON DIOXIDE FILTER

BEO
42

LEO
8

DRINKING WATER

BEO
210 Liters

LEO
40 Liters

REENTRY SPEED

BEO 11.2 KM / SEC

LEO 7.8 KM / SEC

RADIATION
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EM-1 FLIGHT HARDWARE



LAUNCH ABORT SYSTEM



ESA SM STRUCTURAL TESTING



INTEGRATED TEST LAB MOCKUP



HUMAN FACTORS



CONNECT WITH US
www.nasa.gov/orion www.nasa.gov/sls

facebook.com/NASAOrion facebook.com/NASASLS

twitter.com/NASA_Orion twitter.com/NASA_SLS

flickr.com/photos/NASAOrion

plus.google.com/+NASAOrion

instagram.com/explorenasa




